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   Գնահարցման  առարկան	
«Յուքոմ» ՓԲԸ-ն (այսուհետ՝ Պատվիրատու) հրավիրում է Ձեր ընկերությանը (այսուհետ՝ Մասնակից) մասնակցելու Պատվիրատուի կողմից անցկացվող DC Ավտոմատ անջատիչների գնահարցմանը՝ ստորև նշված տեխ.բնութագրով


1. Գնահարցման պահանջներ
1.1 Գնային առաջարկները պետք է համապատասխանեն վերոնշյալ տեխ.բնութագրի ապրանքատեսակներին,
տեխնիկական նկարագրերին և դրանցում սահմանված յուրաքանչյուր ապրանքի գնման քանակներին։ Մասնակիցները կարող են ներկայացնել իրենց գնային առաջարկները ։

1.2 Գնահարցման այն մասնակիցները, որոնք կցանկանան առաջարկել գների իջեցում /զեղչեր/ պետք է այդ մասով ինֆորմացիան նշեն գնային առաջարկում։
1.3 Տեղեկացնում ենք, որ ներկայացված գները որոնք տրամադրվել են Պատվիրատուի դիտարկման և ընտրման համար, չեն կարող փոփոխվել, եթե անգամ գնման համար Պատվիրատուի կողմից հավանություն տրվի

1.4 Տեղեկացնում ենք, որ պոտենցիալ մասնակիցները պետք է ծանոթանան Գնահարցման Հրավերին, որից հետո
նախապատրաստված գնային առաջարկները ուղարկեն Պատվիրատուի կողմից նշված ստորև էլ. փոստի հասցեներին, սահմանված ժամկետում։
1.5 Պատվիրատուի և Մասնակիցների հաղորդակցությունը իրականացվում է ԳՀ-ի նշված կոնտակտային անձանց հետ՝ էլեկտրոնային նամակագրության միջոցով.
· Ռուբեն Սայադյան (Գնումների թիմի ղեկավար);	Էլ. փոստ` To: ruben.sayadyan@ucom.am Հմայակ Եզեկյան (Գնումների վարչության ղեկավար); Էլ. փոստ` Cc: Hmayak.Yezekyan@ucom.am
· Յուքոմ գլխամասային գրասենյակի հասցե` ք. Երևան, Դավիթ Անհաղթ 8/4

1.6 Գնային առաջարկը պետք է լինի PDF ֆորմատի փաստաթղթով՝ կնիքված մասնակից ընկերության կնիքով:
1.7 Գնային առաջարկի և էլեկտրոնային նամակի վերնագիրը պետք է համապատասխանի հետևյալ ձևաչափին՝
«Մասնակից ընկերության անվանում/ՍՊԸ-ի անվանում – Գնահարցման համար TD-245150 »։
1.8 Գնային առաջարկները պետք է ուղարկել մինչև 20.12.2024թ. ժամը՝ 18:00 (տեղական ժամանակով)։


3. Գնահարցման անցկացման կարգը
· Բոլոր ցանկացողները կարող են դիմել Գնահարցմանը, եթե կարող են պահպանել նշված պահանջները։
· Մասնակիցները պետք է ներկայացնեն գնային առաջարկները հայերեն լեզվով, գները տրամադրվեն Հայկական դրամով (AMD)՝ համաձայն Հավելված 1-ում նշված գնման ենթակա սարքավորումների մասով պահանջված տեխ. բնութագրերի և նկարագրերի:
· Այնուամենայնիվ, եթե ներկայացվեն տարբեր արժույթներով գնային առաջարկներ, ապա դրանք կբերվեն մեկ արժույթային ՀՀ դրամային հիմքի՝ համաձայն գնային առաջարկների հավաքագրման վերջին օրվա ՀՀ ԿԲ փոխարժեքի:
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· մասնակցի գնային առաջարկում ներկայացված գները Գնահարցմանը առաջնային լինելու դեպքում կամրագրվեն երկկողմ կնքված ապրանքների մատակարարման պայմանագրով, և վերջինիս գործողության ժամկետում միայն երկկողմ համաձայնության դեպքում կարող են վերանայվել մատակարարման պայմանները:
· Մատակարարը պետք է երաշխավորի, որ մատակարարվող Ապրանքները նոր են և չօգտագործված, այլապես դա պարզվելու դեպքում, ապրանքները ետ են վերադարձվելու Մատակարարին:
· Գնման պատվերի 100% վճարումը կատարվելու է համաձայն մատակարարման պայմանագրում երկկողմ հաստատված վճարման պայմանների, ապրանքի հանձնման-ընդունման ակտի և հարկային հաշվի երկկողմ հաստատմամբ:
· Գնային առաջարկի վավերականության ժամկետ պետք է լինի 30 օրացույցային օր, հաշված՝ ԳՀ-ում նշված մրցույթի ավարտի ամսաթվից:

4. Պատվիրատուի իրավունքները

· Պատվիրատուն իրավունք ունի մերժել Մասնակցի գնային առաջարկը, եթե այն չի ներկայացվել ժամանակին և/կամ ներկայացվել է գնառաջարկի հայտի ոչ ֆորմալ պահանջների խախտմամբ։
· Պատվիրատուն իրավունք ունի Գնահարցումը ճանաչել չկայացած և չընդունել գնային առաջարկները՝ այդ մասին գրավոր տեղեկացնելով Գնահարցման Մասնակիցներին:

5. Այլ պայմաններ

· Պատվիրատուն չի փոխհատուցում գնային առաջարկի պատրաստման ծախսերը։
· Սարքավորումների մատակարարումն իրականացվելու է Մատակարարի կողմից և իր հաշվին՝ գնման պատվերն առաքելով Երևան քաղաքի Րաֆֆու 111 հասցեյում գտնվող Յուքոմ ընկերության կենտրոնական պահեստ:


6. Արտադրողի/դիսթրիբյուտորի լիազորագիր
Հարկավոր է, որպեսզի գնային առաջարկում նշված և/կամ վաճառքի ենթակա բրենդային ապրանքատեսակները արտադրող ընկերությունը կամ պաշտոնական դիսթրիբյուտորը իր պաշտոնական ձևաթղթի վրա /Տեղեկանքի օրինակ/ մրցույթի Մասնակից ընկերությանը լիազորի և հավաստի, որ սույնով մրցույթի Մասնակիցը Յուքոմ ընկերությանը իրավունք ունենա վաճառել հավելվածում նշված ապրանքատեսականին լրիվ նոր, չօգտագործված վիճակում, և Մասնակիցը պետք է ներառի այդ կնիքված փաստաթուղթը իր Գնահարցման մասնակցության հայտում:



Տեղեկանքի օրինակ

Սույնով մենք՝ [Արտադրողի/դիսթրիբյուտորի լիազոր ներկայացուցչի անվանումը] տրամադրում ենք մեր լիարժեք երաշխիքը նշված ընկերությանը՝ [Լիազորված ընկերության անվանումը] և հավաստում, որ նրա կողմից առաջարկվող ապրանքները [Բրենդի անվանումը/մոդելը]  օրիգինալ են և նոր:



Ստորագրություն՝   

[Արտադրողի/դիսթրիբյուտորի լիազոր ներկայացուցչի անվանումը]

Ամսաթիվը՝  

/__/2024թ.








Հավելված 1

	Ապրանքի/ծառայության անվանում
	Չափման միավոր
	Քանակ
	Միավորի գին/ ներառյալ
 բոլոր հարկերը
	Ընդամենը գին/ներառյալ բոլոր հարկերը
	Ապրանքների/Ծառ այության մատուցման վայր

	1
	2
	3
	4
	5
	6

	Ավտոմատ անջատիչ DC 32 (ABB,Schneider,legrand)
	հատ
	100
	 
	 -   
	 

	Ավտոմատ անջատիչ DC 63 (ABB,Schneider,legrand)
	հատ
	400
	 
	 -   
	 

	Ավտոմատ անջատիչ DC 80 (ABB,Schneider,legrand)
	հատ
	400
	 
	 -   
	 

	Ավտոմատ անջատիչ DC 100 (ABB,Schneider,legrand)
	հատ
	250
	 
	 -   
	 

	Ավտոմատ անջատիչ DC 120 (ABB,Schneider,legrand)
	հատ
	250
	 
	 -   
	 

	Ընդամենը 
	                  -   
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Miniature Circuit Breaker - S200 - 1P - 32 A - D
S201-D32


Tipo de produto alargado S201-D32


ID do produto 2CDS251001R0321


EAN 4016779530064


Descrição do catálogo Miniature Circuit Breaker - S200 - 1P - 32 A - D


Descrição longa


System pro M compact S200 miniature circuit breakers are current limiting. They have
two different tripping mechanisms, the delayed thermal tripping mechanism for


overload protection and the electromechanic tripping mechanism for short circuit
protection. They are available in different characteristics (B,C,D,K,Z), configurations
(1P,1P+N,2P,3P,3P+N,4P), breaking capacities (up to 6 kA at 230/400 V AC) and rated


currents (up to 63A). All MCBs of the product range S200 comply with IEC/EN 60898-1,
IEC/EN 60947-2, UL1077 allowing the use for residential, commercial and industrial


applications. Bottom-fitting auxiliary contact can be mounted on S200 to save 50%
space.


Informações gerais


PRODUCT-DETAILS


ABB EcoSolutions
SimABB EcoSolutions


9AKK108469A3796EcoSolutions Profile


Design for Closing Resource Loops - Standard EN45555 - 87.8 %Recyclability Rate of the
Product acc. to EN45555


1/6S201-D32
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Product DurabilityExtended Product
Lifetime


9AKK108468A3132End Of Life
Disassembling
Instructions


9AKK108467A7832Environmental Product
Declaration - EPD


Technical
IEC/EN 60898-1
 
IEC/EN 60947-2
 


UL 1077


Normas


DTripping Characteristic


acc. to IEC 60898-1 230 / 400 V AC
 
acc. to IEC 60898-1 230 V
 


acc. to IEC 60947-2 230 V AC


Tensão operacional
nominal


Maximum (Incl. Tolerance) 253 V AC
 
Maximum (Incl. Tolerance) 72 V DC
 


Minimum 12 V AC
 
Minimum 12 V DC


Operational Voltage


acc. to IEC/EN 60664-1 440 VRated Insulation Voltage
(Ui)


4 kV
 
at 2000 m 5 kV
 


at Sea Level 6.2 kV


Rated Impulse
Withstand Voltage (Uimp
)


50/60 Hz-1 min: 2 kVDielectric Test Voltage


AC/DCTipo de tensão de
entrada


32 ACorrente nominal (In)


(AC) 6 kA
 
(DC) 6 kA
 


(230 / 400 V AC) 6 kA
 
(230 V) 6 kA
 
(400 V) 6 kA


Rated Short-Circuit
Capacity


(133 V AC) 20 kA
 
(230 V AC) 10 kA
 
(24 V DC) 20 kA
 
(60 V DC) 10 kA
 


(230 V) 10 kA
 
(400 V) 10 kA


Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)


(230 V) 10 kA
 
(400 V) 10 kA


Rated Conditional Short-
Circuit Current (Inc)


(133 V AC) 15 kA
 
(230 V AC) 7.5 kA


Rated Service Short-
Circuit Breaking
Capacity (Ics)


50 / 60 HzFrequência nominal (f)


3.6 W
 
at Rated Operating Conditions per Pole 3.6 W


Power Loss


ArbitraryPower Supply
Connection


Red ON / Green OFFContact Position
Indication


3Energy Limiting Class


10000 AC cycleElectrical Endurance


20000 cycleMechanical Endurance


1Number of Protected
Poles


1PNúmero de polos


IIIOvervoltage Category


2.8 N·mBinário de aperto
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DIN-RailTipo de apoio


Failsafe Bi-directional Cylinder-lift TerminalScrew Terminal Type


I / OActuator Marking


Insulation Group II, Black, SealableActuator Material


Insulation Group II, RAL 7035Material da caixa


TH35-15 (35 x 15 mm Mounting Rail) acc. to IEC 60715
 
TH35-7.5 (35 x 7.5 mm Mounting Rail) acc. to IEC 60715


Montagem na calha DIN


anyPosição de montagem


Pozidriv 2Recommended Screw
Driver


SimAccessories Available


Busbar 10 / 10 mm²
 
Flexible with Ferrule 0.75 ... 25 mm²
 


Flexible 0.75 ... 25 mm²
 
Rigid 0.75 ... 35 mm²
 
Rigid 0.75 ... 35 mm²
 


Stranded 0.75 ... 35 mm²


Connecting Capacity


acc. to DIN 43880 1Installation Size


12.5 mmWire Stripping Length


Screw TerminalsTipo de terminal


Material Compliance
2CDK403001D0607Informação RoHS


Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019Estado RoHS


0335Data RoHS


9AKK107492A1906REACH Declaration


True - contains substances > 0.1 mass percentageREACH Information


20240821REACH Date


9AKK108468A3363Conflict Minerals
Reporting Template
(CMRT)


e6800e55-46b1-49a3-881b-0f66d0e903ad Germany (DE)SCIP


Environmental
Operation -25 ... +55 °C
 


Storage -40 ... +70 °C
Temperatura do ar
ambiente


30 °CReference Ambient Air
Temperature


IP20
 
IP40
 


Enclosure with Cover IP40


Grau de proteção


3Pollution Degree


28 cycles
 
with 55 °C / 90-96 %
 
and 25 °C / 95-100 %


Environmental
Conditions


20 Cycles with Load 0.8 In: 5g 5 ... 150 ... 5 HzResistance to Vibrations


25g 2 shocks 13 msResistência ao Choque
de acordo com IEC
60068-2-27


Technical UL/CSA
60 V DC
 


480Y/277 V AC
Maximum Operating
Voltage UL/CSA


(277 V AC) 6 kA
 Interrupting Rating acc.


3/6S201-D32
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(60 V DC) 10 kA
 
(120 V) 10 kA


to UL1077


Busbar 18-8 AWG
 
Conductor 18-4 AWG


Connecting Capacity
UL/CSA


18 in·lbTightening Torque
UL/CSA


Dimensions
1.0Width in Number of


Modular Spacings


17.5 mmLargura Líquida do
Produto


88 mmAltura Líquida do
Produto


69 mmProfundidade/Comprim
ento Líquidos do
Produto


0.125 kgPeso Líquido do Produto


0.125 kgPole Net Weight


69 mmBuilt-In Depth (t2)


2CDC022007F0010Diagrama de medidas


Ordering
carton 10 pieceUnidades de embalagem


Nível 1


1.295 kgPeso bruto da
embalagem Nível 1


1664886E-Number (Norway)


2100637E-Number (Sweden)


Certificates and Declarations
2CDK403001D0607Declaração de


conformidade -CE


9AKK108467A5053Declaration of
Conformity - UKCA


9AKK107992A5103I²t Characteristic


EN
 
IEC
 
UL


Agência de certificação


Installation
2CDS207104P0002Instruções e Manuais


Popular Downloads
9AKK107991A8329Ficha de dados,


informação técnica


9AKK107992A5103I²t Characteristic


4/6S201-D32
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Classifications
EC000042 - Miniature circuit breaker (MCB)ETIM 8


EC000042 - Miniature circuit breaker (MCB)ETIM 9


5. Small Equipment (No External Dimension More Than 50 cm)Categoria REEE


Business To BusinessREEE B2C / B2B


8536 20 10CN8


39121603UNSPSC


V11.0 : 27141901eClass


4897 >> Miniature circuit breakersCódigo de Categoria
Granular IDEA (IGCC)


FCódigo de classificação
do objeto


Accessories


Identifier Description Type Quantity Unit Of 
Measure


2CDS200922R0001 Signal / Auxiliary Contact S2C-S/H6R 1 piece


2CDS200912R0001 Auxiliary Contact S2C-H6R 1 piece


2CDS200970R0031 Auxiliary Contact S2C-H01 1 piece


2CDS200970R0032 Auxiliary Contact S2C-H10 1 piece


2CDS200936R0001 Auxiliary Contact S2C-H11L 1 piece


2CDS200936R0002 Auxiliary Contact S2C-H20L 1 piece


2CDS200936R0003 Auxiliary Contact S2C-H02L 1 piece


2CDS200946R0001 Auxiliary Contact S2C-H6-11R 1 piece


2CDS200946R0002 Auxiliary Contact S2C-H6-20R 1 piece


2CDS200946R0003 Auxiliary Contact S2C-H6-02R 1 piece


2CDS200909R0001 Shunt Trip S2C-A1 1 piece


2CDS200909R0002 Shunt Trip S2C-A2 1 piece


2CSS200911R0001 Undervoltage Release S2C-UA 12 DC 1 piece


2CSS200911R0002 Undervoltage Release S2C-UA 24 AC 1 piece


2CSS200911R0003 Undervoltage Release S2C-UA 48 AC 1 piece


2CSS200911R0004 Undervoltage ReleaseS2C-UA 110 AC 1 piece


2CSS200911R0005 Undervoltage Release
S2C-UA 230 


AC
1 piece


2CSS200911R0006 Undervoltage Release
S2C-UA 400 


AC
1 piece


2CSS200911R0007 Undervoltage Release S2C-UA 24 DC 1 piece


2CSS200911R0008 Undervoltage Release S2C-UA 48 DC 1 piece


2CSS200911R0009 Undervoltage ReleaseS2C-UA 110 DC 1 piece


2CSS200911R0010 Undervoltage Release
S2C-UA 230 


DC
1 piece


GHS2001901R0003 Mechanical Accessories S2C-DH 1 piece


2CSS200998R0001 Mechanical tripping device S2C-BP 1 piece


2CSS200999R0001 Plug-in base S2C-EST 1 piece


2CDS200918R0001 Hand Operated Neutral S2C-NT 1 piece


2CCA880100R0001 Sensor CMS-100PS 1 piece


2CCA880101R0001 Sensor CMS-101PS 1 piece


2CCA880102R0001 Sensor CMS-102PS 1 piece


5/6S201-D32
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Miniature Circuit Breaker - S200 - 1P - 63 A - D
S201-D63


Extended Product Type S201-D63


Product ID 2CDS251001R0631


EAN 4016779552004


Catalog Description Miniature Circuit Breaker - S200 - 1P - 63 A - D


Long Description


System pro M compact S200 miniature circuit breakers are current limiting. They have
two different tripping mechanisms, the delayed thermal tripping mechanism for


overload protection and the electromechanic tripping mechanism for short circuit
protection. They are available in different characteristics (B,C,D,K,Z), configurations
(1P,1P+N,2P,3P,3P+N,4P), breaking capacities (up to 6 kA at 230/400 V AC) and rated


currents (up to 63A). All MCBs of the product range S200 comply with IEC/EN 60898-1,
IEC/EN 60947-2, UL1077 allowing the use for residential, commercial and industrial


applications. Bottom-fitting auxiliary contact can be mounted on S200 to save 50%
space.


General Information


PRODUCT-DETAILS


ABB EcoSolutions
YesABB EcoSolutions


9AKK108469A3796EcoSolutions Profile


Design for Closing Resource Loops - Standard EN45555 - 87.8 %Recyclability Rate of the
Product acc. to EN45555


1/6S201-D63
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Product DurabilityExtended Product
Lifetime


9AKK108468A3132End Of Life
Disassembling
Instructions


9AKK108467A7832Environmental Product
Declaration - EPD


Technical
IEC/EN 60898-1
 
IEC/EN 60947-2
 


UL 1077


Standards


DTripping Characteristic


acc. to IEC 60898-1 230 / 400 V AC
 
acc. to IEC 60898-1 230 V
 


acc. to IEC 60947-2 230 V AC


Rated Operational
Voltage


Maximum (Incl. Tolerance) 253 V AC
 
Maximum (Incl. Tolerance) 72 V DC
 


Minimum 12 V AC
 
Minimum 12 V DC


Operational Voltage


acc. to IEC/EN 60664-1 440 VRated Insulation Voltage
(Ui)


4 kV
 
at 2000 m 5 kV
 


at Sea Level 6.2 kV


Rated Impulse
Withstand Voltage (Uimp
)


50/60 Hz-1 min: 2 kVDielectric Test Voltage


AC/DCInput Voltage Type


63 ARated Current (In)


(AC) 6 kA
 
(DC) 6 kA
 


(230 / 400 V AC) 6 kA
 
(230 V) 6 kA
 
(400 V) 6 kA


Rated Short-Circuit
Capacity


(133 V AC) 20 kA
 
(230 V AC) 10 kA
 
(24 V DC) 20 kA
 
(60 V DC) 10 kA
 


(230 V) 10 kA
 
(400 V) 10 kA


Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)


(230 V) 10 kA
 
(400 V) 10 kA


Rated Conditional Short-
Circuit Current (Inc)


(133 V AC) 15 kA
 
(230 V AC) 7.5 kA


Rated Service Short-
Circuit Breaking
Capacity (Ics)


50 / 60 HzRated Frequency (f)


4.8 W
 
at Rated Operating Conditions per Pole 4.8 W


Power Loss


ArbitraryPower Supply
Connection


Red ON / Green OFFContact Position
Indication


3Energy Limiting Class


10000 AC cycleElectrical Endurance


20000 cycleMechanical Endurance


1Number of Protected
Poles


1PNumber of Poles


IIIOvervoltage Category


2.8 N·mTightening Torque


DIN-RailMounting Type


2/6S201-D63
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Failsafe Bi-directional Cylinder-lift TerminalScrew Terminal Type


I / OActuator Marking


Insulation Group II, Black, SealableActuator Material


Insulation Group II, RAL 7035Housing Material


TH35-15 (35 x 15 mm Mounting Rail) acc. to IEC 60715
 
TH35-7.5 (35 x 7.5 mm Mounting Rail) acc. to IEC 60715


Mounting on DIN Rail


anyMounting Position


Pozidriv 2Recommended Screw
Driver


YesAccessories Available


Busbar 10 / 10 mm²
 
Flexible with Ferrule 0.75 ... 25 mm²
 


Flexible 0.75 ... 25 mm²
 
Rigid 0.75 ... 35 mm²
 
Rigid 0.75 ... 35 mm²
 


Stranded 0.75 ... 35 mm²


Connecting Capacity


acc. to DIN 43880 1Installation Size


12.5 mmWire Stripping Length


Screw TerminalsTerminal Type


Material Compliance
2CDK403001D0607RoHS Information


Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status


0335RoHS Date


9AKK107492A1906REACH Declaration


True - contains substances > 0.1 mass percentageREACH Information


20240821REACH Date


9AKK108468A3363Conflict Minerals
Reporting Template
(CMRT)


e6800e55-46b1-49a3-881b-0f66d0e903ad Germany (DE)SCIP


Environmental
Operation -25 ... +55 °C
 


Storage -40 ... +70 °C
Ambient Air
Temperature


30 °CReference Ambient Air
Temperature


IP20
 
IP40
 


Enclosure with Cover IP40


Degree of Protection


3Pollution Degree


28 cycles
 
with 55 °C / 90-96 %
 
and 25 °C / 95-100 %


Environmental
Conditions


20 Cycles with Load 0.8 In: 5g 5 ... 150 ... 5 HzResistance to Vibrations


25g 2 shocks 13 msResistance to Shock acc.
to IEC 60068-2-27


Technical UL/CSA
60 V DC
 


480Y/277 V AC
Maximum Operating
Voltage UL/CSA


(277 V AC) 6 kA
 
(60 V DC) 10 kA
 


(120 V) 10 kA


Interrupting Rating acc.
to UL1077


3/6S201-D63
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Busbar 18-8 AWG
 
Conductor 18-4 AWG


Connecting Capacity
UL/CSA


18 in·lbTightening Torque
UL/CSA


Dimensions
1.0Width in Number of


Modular Spacings


17.5 mmProduct Net Width


88 mmProduct Net Height


69 mmProduct Net Depth /
Length


0.125 kgProduct Net Weight


0.125 kgPole Net Weight


69 mmBuilt-In Depth (t2)


2CDC022007F0010Dimension Diagram


Ordering
carton 10 piecePackage Level 1 Units


1.295 kgPackage Level 1 Gross
Weight


2100640E-Number (Sweden)


Certificates and Declarations
2CDK403001D0607Declaration of


Conformity - CE


9AKK108467A5053Declaration of
Conformity - UKCA


9AKK107992A5103I²t Characteristic


EN
 
IEC
 
UL


Certification Agency


Installation
2CDS207104P0002Instructions and


Manuals


Popular Downloads
9AKK107991A8329Data Sheet, Technical


Information


9AKK107992A5103I²t Characteristic


Classifications
EC000042 - Miniature circuit breaker (MCB)ETIM 8


EC000042 - Miniature circuit breaker (MCB)ETIM 9


5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category


Business To BusinessWEEE B2C / B2B


4/6S201-D63
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8536 20 10CN8


39121603UNSPSC


V11.0 : 27141901eClass


4897 >> Miniature circuit breakersIDEA Granular Category
Code (IGCC)


FObject Classification
Code


Accessories


Identifier Description Type Quantity Unit Of 
Measure


2CDS200922R0001 Signal / Auxiliary Contact S2C-S/H6R 1 piece


2CDS200912R0001 Auxiliary Contact S2C-H6R 1 piece


2CDS200970R0031 Auxiliary Contact S2C-H01 1 piece


2CDS200970R0032 Auxiliary Contact S2C-H10 1 piece


2CDS200936R0001 Auxiliary Contact S2C-H11L 1 piece


2CDS200936R0002 Auxiliary Contact S2C-H20L 1 piece


2CDS200936R0003 Auxiliary Contact S2C-H02L 1 piece


2CDS200946R0001 Auxiliary Contact S2C-H6-11R 1 piece


2CDS200946R0002 Auxiliary Contact S2C-H6-20R 1 piece


2CDS200946R0003 Auxiliary Contact S2C-H6-02R 1 piece


2CDS200909R0001 Shunt Trip S2C-A1 1 piece


2CDS200909R0002 Shunt Trip S2C-A2 1 piece


2CSS200911R0001 Undervoltage Release S2C-UA 12 DC 1 piece


2CSS200911R0002 Undervoltage Release S2C-UA 24 AC 1 piece


2CSS200911R0003 Undervoltage Release S2C-UA 48 AC 1 piece


2CSS200911R0004 Undervoltage ReleaseS2C-UA 110 AC 1 piece


2CSS200911R0005 Undervoltage Release
S2C-UA 230 


AC
1 piece


2CSS200911R0006 Undervoltage Release
S2C-UA 400 


AC
1 piece


2CSS200911R0007 Undervoltage Release S2C-UA 24 DC 1 piece


2CSS200911R0008 Undervoltage Release S2C-UA 48 DC 1 piece


2CSS200911R0009 Undervoltage ReleaseS2C-UA 110 DC 1 piece


2CSS200911R0010 Undervoltage Release
S2C-UA 230 


DC
1 piece


GHS2001901R0003 Mechanical Accessories S2C-DH 1 piece


2CSS200998R0001 Mechanical tripping device S2C-BP 1 piece


2CSS200999R0001 Plug-in base S2C-EST 1 piece


2CDS200918R0001 Hand Operated Neutral S2C-NT 1 piece


2CCA880100R0001 Sensor CMS-100PS 1 piece


2CCA880101R0001 Sensor CMS-101PS 1 piece


2CCA880102R0001 Sensor CMS-102PS 1 piece


5/6S201-D63
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S201-C80 Miniature Circuit Breaker - 1P - C -
80 A


S201-C80


Extended Product Type S201-C80


Product ID 2CDS251001R0804


EAN 4016779916509


Catalog Description S201-C80 Miniature Circuit Breaker - 1P - C - 80 A


Long Description S201-C80 Miniature Circuit Breake C-Char., 6kA, 80A, 1P


General Information


PRODUCT-DETAILS


Technical
IEC/EN 60898-1
 
IEC/EN 60947-2


Standards


CTripping Characteristic


acc. to IEC 60898-1 230 / 400 V AC
 
acc. to IEC 60898-1 230 V
 


acc. to IEC 60947-2 230 V AC


Rated Operational
Voltage


Maximum (Incl. Tolerance) 253 / 440 V AC
 
Maximum (Incl. Tolerance) 60 V DC
 


Minimum 12 V AC
 
Minimum 12 V DC


Operational Voltage


acc. to IEC/EN 60664-1 440 VRated Insulation Voltage
(Ui)


4 kV
 
at 2000 m 5 kV
 


at Sea Level 6.2 kV


Rated Impulse
Withstand Voltage (Uimp
)
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50/60 Hz, 1 min: 2 kVDielectric Test Voltage


ACInput Voltage Type


80 ARated Current (In)


(AC) 6 kA
 
(DC) 6 kA
 


(230 / 400 V AC) 6 kA
 
(60 V DC) 6 kA


Rated Short-Circuit
Capacity


(230 V AC) 6 kA
 
(400 V AC) 10 kA
 


(230 V) 6 kA


Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)


(230 V) 10 kA
 
(400 V) 10 kA


Rated Conditional Short-
Circuit Current (Inc)


(230 V AC) 6 kARated Service Short-
Circuit Breaking
Capacity (Ics)


50 / 60 Hz
 
50 ... 60 Hz


Rated Frequency (f)


19.6 W
 
at Rated Operating Conditions per Pole 9.8 W


Power Loss


ArbitraryPower Supply
Connection


ON / OFFContact Position
Indication


3Energy Limiting Class


10000 AC cycleElectrical Endurance


20000 cycleMechanical Endurance


1Number of Protected
Poles


1Number of Poles


IIIOvervoltage Category


3 N·mTightening Torque


ToggleActuator Type


Failsafe Bi-directional Cylinder-lift TerminalScrew Terminal Type


I / OActuator Marking


Insulation Group II, Black, SealableActuator Material


Insulation Group I, RAL 7035Housing Material


TH35-15 (35 x 15 mm Mounting Rail) acc. to IEC 60715
 
TH35-7.5 (35 x 7.5 mm Mounting Rail) acc. to IEC 60715


Mounting on DIN Rail


anyMounting Position


Pozidriv 2Recommended Screw
Driver


YesAccessories Available


Busbar 16 / 16 mm²
 
Conductor 2.5 ... 50 mm²
 


Flexible 4 ... 35 mm²
 
Rigid 2.5 ... 50 mm²
 


Stranded 2.5 ... 50 mm²


Connecting Capacity


acc. to DIN 43880 1Installation Size


Screw TerminalsTerminal Type


Environmental
Operation -25 ... +55 °C
 


Storage -40 ... +70 °C
Ambient Air
Temperature


30 °CReference Ambient Air
Temperature


IP20
 
IP40
 


Enclosure with Cover IP40


Degree of Protection


2S201-C80
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3Pollution Degree


28 cycles
 
with 55 °C / 90-96 %
 
and 25 °C / 95-100 %


Environmental
Conditions


5g, 20 cycles at 5 ... 150 ... 5 Hz with load 0.8 InResistance to Vibrations
acc. to IEC 60068-2-6


25g 2 shocks 13 msResistance to Shock acc.
to IEC 60068-2-27


Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status


2CDK400601D2704RoHS Information


No declaration neededREACH Declaration


9AKK108468A3363Conflict Minerals
Reporting Template
(CMRT)


Dimensions
1Width in Number of


Modular Spacings


17.5 mmProduct Net Width


85 mmProduct Net Height


69 mmProduct Net Depth /
Length


0.125 kgProduct Net Weight


69 mmBuilt-In Depth (t2)


Ordering
carton 10 piecePackage Level 1 Units


1.3 kgPackage Level 1 Gross
Weight


3210633E-Number (Finland)


Certificates and Declarations
EN
 
IEC


Certification Agency


2CDK400601D2704Declaration of
Conformity - CE


Installation
2CDS207104P0002Instructions and


Manuals


Popular Downloads
9AKK107680A3031Data Sheet, Technical


Information


Classifications
EC000042 - Miniature circuit breaker (MCB)ETIM 8


3S201-C80
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EC000042 - Miniature circuit breaker (MCB)ETIM 9


5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category


Business To BusinessWEEE B2C / B2B


8536 20 90CN8


39121603UNSPSC


V11.0 : 27141901eClass


4897 >> Miniature circuit breakersIDEA Granular Category
Code (IGCC)


FObject Classification
Code


Categories


Accessories


Identifier Description Type Quantity Unit Of 
Measure


2CDS200922R0001 S2C-S/H6R Signal / Auxiliary Contact S2C-S/H6R 1 piece


2CDS200912R0001 S2C-H6R Auxiliary Contact S2C-H6R 1 piece


2CDS200970R0001 S2C-H01 Auxiliary Contact S2C-H01 1 piece


2CDS200970R0002 S2C-H10 Auxiliary Contact S2C-H10 1 piece


2CDS200936R0001 S2C-H11L Auxiliary Contact S2C-H11L 1 piece


2CDS200936R0002 S2C-H20L Auxiliary Contact S2C-H20L 1 piece


2CDS200936R0003 S2C-H02L Auxiliary Contact S2C-H02L 1 piece


2CDS200946R0001 S2C-H6-11R Auxiliary Contact S2C-H6-11R 1 piece


2CDS200946R0002 S2C-H6-20R Auxiliary Contact S2C-H6-20R 1 piece


2CDS200946R0003 S2C-H6-02R Auxiliary Contact S2C-H6-02R 1 piece


2CDS200909R0001 S2C-A1 Shunt Trip S2C-A1 1 piece


2CDS200909R0002 S2C-A2 Shunt Trip S2C-A2 1 piece


2CSS200911R0001 S2C-UA 12 DC Undervoltage Release S2C-UA 12 DC 1 piece


2CSS200911R0002 S2C-UA 24 AC Undervoltage Release S2C-UA 24 AC 1 piece


2CSS200911R0003 S2C-UA 48 AC Undervoltage Release S2C-UA 48 AC 1 piece


2CSS200911R0004 S2C-UA 110 AC Undervoltage ReleaseS2C-UA 110 AC 1 piece


2CSS200911R0005 S2C-UA 230 AC Undervoltage Release
S2C-UA 230 


AC
1 piece


2CSS200911R0006 S2C-UA 400 AC Undervoltage Release
S2C-UA 400 


AC
1 piece


2CSS200911R0007 S2C-UA 24 DC Undervoltage Release S2C-UA 24 DC 1 piece


2CSS200911R0008 S2C-UA 48 DC Undervoltage Release S2C-UA 48 DC 1 piece


2CSS200911R0009 S2C-UA 110 DC Undervoltage ReleaseS2C-UA 110 DC 1 piece


2CSS200911R0010 S2C-UA 230 DC Undervoltage Release
S2C-UA 230 


DC
1 piece


GHS2001901R0003 S2C-DH Mechanical Accessories S2C-DH 1 piece


2CSS200998R0001 S2C-BP Mechanical tripping device S2C-BP 1 piece


2CCA880100R0001 CMS-100PS Sensor CMS-100PS 1 piece


2CCA880101R0001 CMS-101PS Sensor CMS-101PS 1 piece


2CCA880102R0001 CMS-102PS Sensor CMS-102PS 1 piece


4S201-C80
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


Miniature Circuit Breaker - S200 80-100A - 1P - C - 100 ampere


S201-C100


Extended Product Type S201-C100


Product ID 2CDS251001R0824


EAN 4016779916523


Catalog Description Miniature Circuit Breaker - S200 80-100A - 1P - C - 100 ampere


Long Description S201-C100 MCB C-Char., 6kA, 100A, 1P


—
General Information


1 pieceMinimum Order Quantity


85362090Customs Tariff Number


Ordering
—


17.5 mmProduct Net Width


69 mmProduct Net Depth / Length


88 mmProduct Net Height


0.14 kgProduct Net Weight


Dimensions
—


IEC/EN 60898-1  
IEC/EN 60947-2


Standards


1Number of Poles


CTripping Characteristic


100 ARated Current (In)


acc. to IEC 60898-1 230 / 400 V AC  
acc. to IEC 60947-2 230 V AC


Rated Operational Voltage


at Rated Operating Conditions per Pole 9.8 WPower Loss


acc. to IEC/EN 60664-1 500 VRated Insulation Voltage (U i)


Maximum (Incl. Tolerance) 253 / 440 V AC  
Maximum 253 / 440 V AC  
Minimum 12 V AC  
Minimum 12 V DC


Operational Voltage


50 Hz  
60 Hz


Rated Frequency (f)


(230 / 400 V AC) 6 kA  
(60 V DC) 6 kA


Rated Short-Circuit Capacity (Icn)


(230 V AC) 6 kA


Technical
—







Rated Ultimate Short-Circuit Breaking Capacity (Icu)


(230 V AC) 6 kARated Service Short-Circuit Breaking Capacity (Ics)


IIIOvervoltage Category


3Pollution Degree


4 kV  
(6.2 kV @ sea level)  
(5.0 kV @ 2000 m)


Rated Impulse Withstand Voltage (U imp)


50 / 60 Hz, 1 min: 2 kVDielectric Test Voltage


Insulation Group I, RAL 7035Housing Material


ToggleActuator Type


ON / OFFContact Position Indication


IP20Degree of Protection


IP40 in enclosure with coverRemarks


10000 AC cycleElectrical Endurance


20000 cycle


Screw TerminalsTerminal Type


Failsafe Bi-directional Cylinder-lift TerminalScrew Terminal Type


Busbar 16 / 16 mm²Connecting Capacity


3 N·mTightening Torque


Pozidriv 2Recommended Screw Driver


TH35-15 (35 x 15 mm Mounting Rail) acc. to IEC 60715  
TH35-7.5 (35 x 7.5 mm Mounting Rail) acc. to IEC 60715


Mounting on DIN Rail


AnyMounting Position


Operation -25 ... +55 °C  
Storage -40 ... +70 °C


Ambient Air Temperature


25g / 2 shocks / 13 msResistance to Shock acc. to IEC 60068-2-27


5g, 20 cycles at 5 ... 150 ... 5 Hz with load 0.8 InResistance to Vibrations acc. to IEC 60068-2-6


28 cycles  
with 55 °C / 90-96 %  
and 25 °C / 95-100 %


Environmental Conditions


Environmental
—


2CDK400601D2702Declaration of Conformity - CE


Certificates and Declarations (Document Number)
—


10 piecePackage Level 1 Units


92 mmPackage Level 1 Width


183 mmPackage Level 1 Depth / Length


80 mmPackage Level 1 Height


16 kgPackage Level 1 Gross Weight


4016779917964Package Level 1 EAN


120 piecePackage Level 2 Units


275 mmPackage Level 2 Width


395 mmPackage Level 2 Depth / Length


210 mmPackage Level 2 Height


14.8 kgPackage Level 2 Gross Weight


Container Information
—
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4016779919401Package Level 2 EAN
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7.0 27141901eClass


39121614UNSPSC


Classifications
—


Low Voltage Products and Systems  → Modular DIN Rail Products  → Miniature Circuit Breakers MCBs


Categories
—
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High Performance MCB
S801P-C125


Extended Product Type S801P-C125


Product ID 2CCG001228R0001


EAN 7612271516970


Catalog Description High Performance MCB


Long Description S801P-C125 High Performance Circuit Breaker. C Characteristic. 50kA, 125A, 1P


General Information


PRODUCT-DETAILS


ABB EcoSolutions
9AKK108470A1695
 
9AKK108470A1696


Environmental Product
Declaration - EPD


Technical
IEC/EN 60947-2
 


UL 1077
Standards


CTripping Characteristic


acc. to IEC 60898-1 230 V AC
 
acc. to IEC 60947-2 400 V AC


Rated Operational
Voltage
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acc. to IEC/EN 60664-1 690 VRated Insulation Voltage
(Ui)


6 kVRated Impulse
Withstand Voltage (Uimp
)


AC/DCInput Voltage Type


125 ARated Current (In)


(230 / 400 V AC) 15 kARated Short-Circuit
Capacity


(240 V AC) 50 kA
 
(254 V AC) 30 kA
 


(289 / 500 V AC) 10 kA
 
(400 V AC) 4.5 kA
 
(125 V DC) 30 kA


Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)


(240 / 415 V AC) 40 kARated Service Short-
Circuit Breaking
Capacity (Ics)


50/60 HzFrequency (f)


50/60 HzRated Frequency (f)


9.4 W
 
at Rated Operating Conditions per Pole 9.4 W


Power Loss


ON / OFF / TRIPContact Position
Indication


3Energy Limiting Class


1Number of Protected
Poles


1PNumber of Poles


IIIOvervoltage Category


3.5 N·mTightening Torque


CRelease Type


I / OActuator Marking


TH35-15 (35 x 15 mm Mounting Rail) acc. to IEC 60715
 
TH35-7.5 (35 x 7.5 mm Mounting Rail) acc. to IEC 60715


Mounting on DIN Rail


AnyMounting Position


Pozidriv 2Recommended Screw
Driver


YesAccessories Available


Flexible 1...50 mm²
 
Rigid 1...70 mm²


Connecting Capacity


19 mmWire Stripping Length


Material Compliance
9AKK108468A0836RoHS Information


Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status


20230505RoHS Date


9AKK108469A6125REACH Declaration


False - does not contain substances > 0.1 mass percentageREACH Information


20190320REACH Date


9AKK108468A3363Conflict Minerals
Reporting Template
(CMRT)


Environmental
Operation -25 ... +60 °C
 


Storage -40 ... +70 °C
Ambient Air
Temperature


30 °CReference Ambient Air
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Temperature


IP20Degree of Protection


3Pollution Degree


Dimensions
1.5Width in Number of


Modular Spacings


27.0 mmProduct Net Width


95.0 mmProduct Net Height


82.5 mmProduct Net Depth /
Length


245 gProduct Net Weight


82.5 mmBuilt-In Depth (t2)


Ordering
box 1 piecePackage Level 1 Units


280 gPackage Level 1 Gross
Weight


3217361E-Number (Finland)


1629199E-Number (Norway)


2101429E-Number (Sweden)


Certificates and Declarations
9AKK108468A1243CB Certificate


9AKK108468A8539CCC Certificate


9AKK108468A1244CEBEC Certificate


9AKK108468A0836Declaration of
Conformity - CE


9AKK108468A0837Declaration of
Conformity - UKCA


2CCC413018D0201DNV GL Certificate


9AKK108468A2302ESTI Certificate


9AKK108468A8755KC Certificate


9AKK108468A8541LR Certificate


9AKK108469A1379RINA Certificate


9AKK108469A1794UL Certificate


9AKK108468A6941VDE Certificate


Installation
2CCC413016M0008Instructions and


Manuals


Popular Downloads
9AKK108468A9560
 
9AKK108468A9561
 
9AKK108468A9562


Data Sheet, Technical
Information
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Classifications
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5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category


Business To BusinessWEEE B2C / B2B


85362090CN8


39121603UNSPSC


V11.0 : 27141901eClass


4899 >> Miniature circuit breaker (MCB) screw-in modelIDEA Granular Category
Code (IGCC)


FObject Classification
Code


Accessories
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Identifier Description Type Quantity Unit Of 
Measure


2CCS800900R0011 S800-AUX
Auxiliary 
Contact


1 piece


2CCS800900R0021 S800-AUX/ALT
Auxiliary / 


Signal Contact
1 piece


2CCS800900R0201 S800-SOR12
Shunt 


Operation 
Release


1 piece


2CCS800900R0191 S800-SOR24
Shunt 


Operation 
Release


1 piece


2CCS800900R0221 S800-SOR130
Shunt 


Operation 
Release


1 piece


2CCS800900R0211 S800-SOR250
Shunt 


Operation 
Release


1 piece


2CCS800900R0231 S800-SOR400
Shunt 


Operation 
Release


1 piece


2CCS800900R0241 S800-UVR36
Undervoltage 


Release
1 piece


2CCS800900R0251 S800-UVR60
Undervoltage 


Release
1 piece


2CCS800900R0261 S800-UVR130
Undervoltage 


Release
1 piece


2CCS800900R0271 S800-UVR250
Undervoltage 


Release
1 piece


2CCS800900R0181 S800-CT2125Cage Terminal 1 pack


2CCS800900R0151 S800-CT4125Cage Terminal 1 pack


2CCS800900R0161 S800-RT2125
Ring Terminal 


Cable 
Connection


1 pack


2CCS800900R0131 S800-RT4125
Ring Terminal 


Cable 
Connection


1 pack


2CCS800900R0051 S800-PLL
Locking 


Device IEC
1 pack


2CCS800017R0001 S800U-PLL
UL Locking 


Device
1 piece


2CCS800900R0031 S800-IP9
Intermediate 


Piece
1 piece


2CCS800900R0501 S800-RSU-H
Remote 


Switching Unit
1 piece


2CCS800900R0041 S800-RD Rotary Drive 1 piece


1SDA060150R0001 S800-RHE-H
Anthracite 


Rotary Handle
1 piece


1SDA060151R0001 S800-RHE-EM
Red Rotary 


Handle
1 piece


1SDA060179R0001 S800-RHE-S
Axial 


Extension
1 piece


1SDA060180R0001 S800-RHE-IP54 Kit IP54 1 piece
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Categories
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